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1 1553B bus controller

2 Altitude Calculation

3 BAROALT

4 BAROALT Interface

5 Computed Altitude

6 Diagnostic Running Checks

6.1 Critical Fault Detection

6.2 No Critical Fault Detection

6.3 No Fault Detected

7 GCAS alarms

7.1 GCAS Degraded Visual Alarm

7.2 GCAS Inop Visual Alarm

7.3 GCAS MAR Audible Alarm

7.4 GCAS MAR Visual Alarm

7.5 GCAS Windshear Audible Alarm

7.6 GCAS Windshear Visual Alarm

8 GCAS Altimeter data  request frequency

9 GCAS Critical Fault

10 GCAS Hardware Verficiation

10.1 GCAS Hardware Verfication Frequency

11 GCAS Non-Critical Fault

12 GCAS Windshear Detection

13 INS

14 INS Interface

15 INS TAS data  request

15.1 INS data request frequency

15.2 TAS data request frequency

16 Landing Gear

17 Landing Gear Interface

18 MAR Button

18.1 MAR button settings

19 MAR Button Interface

20 MAR Calculation

21 Power Switch

21.1 Power off

21.2 Power On

22 RADALT

23 RADALT  Interface

24 Simulation Input

25 System States

25.1 Initialization

25.1.1 Initialization Not Successful

25.1.2 Initialization successful

25.2 INOP Alarm

25.3 Operation

25.3.1 Degraded

25.3.2 Normal

25.4 Synchronization

25.4.1 Synchronization Complete (non critical fault)

25.4.2 Synchronization Complete(critical fault)

25.4.3 Synchronization Successful-A/C airborne

25.4.4 Synchronization Successful-A/C on ground

26 TAS

27 True Airspeed - TAS Interface

28 Wait

28.1 Wait - Aircraft Airborne (No Faults)

28.2 Wait - Aircraft Airborne (Non-Critical Faults)

28.3 Wait - Critical Fault Detected

29 Windshear Interface

30 WOW

31 WOW Interface

